
 

BB0548 BB0554 BB1248 BB1254 BB1260 BB1266 BB1272

Horsepower 17-25 HP 17-30 HP

Hitch Cat. 0, 1 and 1 Limited Cat. 1

Working Width (cm) 48" (122) 54" (137) 48" (122) 54" (137) 60" (152) 66" (168) 72" (183)

Height of Moldboard 13-5/16", Rolled 15-3/8", Formed

Side Panel Material 3/16" 3/16"

Depth of Bucket 18-1/2" 23-1/8"

Weight - lb (kg) 277 (126) 298 (135) 316 (143) 325 (147) 346 (157) 370 (168) 404 (183)

Number of Shanks 4 4 4 4 4 5 6

A-Frame Material 3/8" x 2-1/2" Flat Bar 1/2" x 3"

Cutting Edges Two 3/8" x 3" High Carbon 
Heat Treated Blades, 

Reversible & Replaceable

Two 3/8" x 6" High Carbon Heat Treated Blades,  
Reversible & Replaceable

Colors
  

Productivity in a small package. 
The Land Pride BB05 Series Fixed Bar Box 
Scrapers are designed for Category 0, 1, 
and 1 limited 3-Point hitch for mounting 
to subcompact tractors. The Land Pride 
BB12 Series Box Scrapers are designed 
for Category 1, 3-Point hitch or Quick-Hitch 
System mounting to tractors up to 30 HP 
range. Both Box Scraper models are ideal for 
ripping, leveling, finish grading, and backfilling 
applications at small feedlots, outdoor arenas, 
building sites, and maintenance operations 
for small landowners. The manually adjustable 
ripping shanks and the fore and aft cutting 
blades make these units especially effective 
and productive for small projects.

Box Scrapers

HP REQUIRED HITCH

74 *See dealer for complete warranty information.
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17-30 HP Cat. 0, 1, 1 Ltd.

BB05/12 SERIES 
BOX SCRAPERS


